
Transmission and Power Steering External In-Line Filter 
 
 
 
Metal Cooler Lines: 
 

1. Locate cooler return line using chart. 
2. Select a location that is easily accessible and will not interfere with vehicle operation. 
3. Using a tube cutter, remove a section of cooler line long enough to accept in-line filter. 
4. Flair ends of line, when possible.  This will provide a non-slip fit and a secure seal. 
5. Insert supplied hoses onto filter barbs, butt up hose ends against filter, and tighten clamps. 
6. Install assembled filter onto cooler line with FLOW ARROW pointing toward the transmission 

(in direction of fluid flow). 
7. Tighten all Clamps. 
8. Run engine at idle for a few minutes, check transmission fluid level, check for leaks, tighten 

clamps as necessary.  Top off Automatic Transmission Fluid (ATF) in accordance to 
manufacturer’s specification. 

         
 
Rubber hose cooler lines: 
 

1. Locate cooler return line using chart. 
2. Select a location that is easily accessible and will not interfere with vehicle operation. 
3. Remove 31/2” section of cooler hose long enough to accept in-line filter. 
4. Install assembled filter onto cooler line with FLOW ARROW pointing toward the transmission 

(in direction of fluid flow). 
5. Tighten all clamps. 
6. Run engine at idle for a few minutes, check transmission fluid level, check for leaks, tighten 

clamps as necessary.  Top off ATF in accordance to manufacture’s specification. 
 
 

Power steering filter instructions: 
 

1. Locate Low Pressure (Return) line from fear or rack to pump.  Note-Low Pressure line may 
have hose clamps on it.  Cut hose and install filter using the hose clamps provided.  Flow 
arrow should point toward pump. 

2. Locate Low Pressure (Return) line from fear or rack to pump.  Note-Low Pressure line may 
have hose clamps on it.  Cut hose and install filter using the hose clamps provided.  Flow 
arrow should point toward pump. 

3. Refill pump and bleed air from power steering system per manufacture’s specifications.  Use 
the proper fluid for your vehicle. 

4. Check for leaks and top off to proper fluid level. 
 
 
 



 



 
Picture used for reference only (4R100 Transmission mounting location) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Questions:  Send email to Support@dfuser.com 
 

dfuser.com 
108 Evergreen Road 

Georgetown, TX 78628-9500 


